
Post Moderne DP-211A  Service Sheet - Rev. 20220803

POST MODERNE
ADJUSTABLE
SUSPENSION
DROPPER
SEATPOST
Model No. DP-211A

Allen Keys: 3mm, 5mm, 10mm
Post-Moderne Nut Tool
Torque Wrench
Grease (suitable for stanchions, such as Finish LineTM

Teflon or Buzzy’s Slick HoneyTM)

9. By hand, unscrew the Collar Ring (part (C1)) from
the Lower Tube and separate the Lower Tube from the
Upper Tube.

10. Separate the Lower Bushing (part (C4)), Slot Keys
(2pcs of part (C3)), Upper Bushing (part (C2)) and
Collar Ring.

11.

12.

13. If any parts are worn or damaged, then order the
replacement parts which are available in the Service
Kits(A, B, C) listed on the oppos�e page.

6.Use a 5mm allen key to loosen or remove the rear 
screw (part (B6)) of the saddle clamp assembly

7. When the set-screw underneath is accessible, then 
loosen it with a 3mm allenkey.

8. With a 10mm allen key, unscrew the actuator
assembly (part (C6)) from the bo�om of the lower-
tube, along with the damper cartridge (part (A1)).



Specifications, Dimensions, Parts and Parts Kits

Service Kit B:
B1. M6 nut x 2pcs
B2. Top clamp
B3. Bottom clamp
B4. Ball washer x 2pcs
B5. Spring washer x 2pcs
B6. M6 screw x 2pcs

Dropper Post
Main Dimensions

Max clamp angle
Up +14 degree
Down -10 degree

Service Kit A:
A1. Damper cartridge assembly
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Service Kit C:
C1. Collar ring and 

C2. Upper bushing
C3. Slot key x 2pcs
C4. Lower bushing
C5. Plastic film for

C6. Actuator assembly 

 Seal assembly

 assembly step

WARNING:
 ONLY USE THE COMBINATIONS OF THE SAME SPEC
 OF CARTRIDGE + UPPER TUBE + LOWER TUBE
Dropper
Travel

Length
D L1 L2 L3

100mm 103 148 215 200
75mm 78 133 180 175
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